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Unimark EC3100 Boarding Gate Reader
For expanded speci�cations please visit: www.unimark.com/ec3100.htm

Performance Summary
  —Compatible with AEA 2007 and IATA ATB and barcode ticketing standards
  —Accepts, reads, and processes industry standard 1D/2D barcodes and magnetic stripe documents in one
       second or less
  —Customer de�ned sound levels, LED light intensity and text messages make validation simple

Document Handling
  —Omni-directional imager able to read all 1D and 2D barcode images as large as 4.5 inches (114 mm)
  —Accepts ATB2 and print at-home coupons and boarding passes, wallets and coupon stubs
  —Capable of interfacing with other optional devices such as credit and smart cards, OCR and biometrics   
       scanners

Operations Modes
  —Standard AEA interface
  —Standard ASCII data stream
  —Custom protected mode protocols
  —LRC and CRC error checking
  —STX/ETX and ACK/NAK protocols
  —Image and PECTAB mode data processing

Communications Interface
  —Host RS-232D serial interface, DB-9 (F) DCE
  —Serial Baud rates up to 115.2 kps
  —2MB program �ash (expandable to 4MB)
  —4MB AEA/data Flash (expandable to 32MB)
  —2MB RAM
  —Auxiliary RS-232D ports
  —Auxiliary USB
  —Auxiliary 10/100 Ethernet port (optional)
  —Asynchronous, bi-directional, full-duplex serial communications 
  —Custom communications interfaces available 

Options
  —ATB magnetic swipe reader
  —Receipt printer
  —12 button numeric keypad
  —Three track credit card reader with optional smart card interface
  —Biometrics scanner

Passenger/Agent Indicators
  —2X20 vacuum �uorescent display
  —Customer adjustable green and red LED visual indications
  —Customer adjustable BGR audible indicators

Physical
Dimensions Depth  Height  Width  Weight
  7” (177.8 mm) 4” (101.6 mm)  6.8” (172.7 mm)  4.45 lbs. (2.02 kg)

Environmental
Conditions   —Relative Humidity 10-95% non-condensing
    —Temperature  (32° to 122° F (0° to 50° C)
    —Power Supply  100/120/200-240 VAC +/- 10%, 50/60 Hz

Mounting
  —Flush with counter
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In addition to the standard warranty 
Unimark o�ers comprehensive
service and support that is available
24X7X365.  For more information, visit:

www.unimark.com/ec3100.htm

Microcom Corporation
9220 Green Meadows Drive North
Lewis Center, Ohio 43035

Microcom home page can be found on the 
Internet at www.microcomcorp.com
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This Unimark product is RoHS compliant.


