


• STP config. with optional secured media cabinet

Specifications Subject to Change

S  P  E  C  I  F  I  C  A  T  I  O  N  S

Pictured Above:

Print Technology
•   Direct-thermal
•   203dpi (8dpmm) print resolution
•   Full graphics capability
•   Processes up to 10 documents per minute

Documents
•   Issues ATB1 or ATB2 coupons
•   Fan-folded, continuous feed stock with burst
    separation from two separate bins
•   Two rear feed, external stock paths

Operational Mode Options
•  AEA
• Line printer emulation
• Custom host interfaces available

Magnetics Option
•   Encoding to IATA RP 1722 and resolution 722
•   Fully ATB2 compliant
•   Four tracks - read, write, and write verification
    (210 bpi)
• Magnetic SCN read

Communications Interface Options
•   Dual RS232 serial, 300-19,200 BPS, DB-25(F) DTE
• Custom communication interfaces available

Additional Options
• Lockable stock bin with 1000 coupon capacity
     configurable as two 500 coupon internal stacks
     or as one 1000 coupon internal stack with one
    1000 coupon external stack
• Lockable exit door
• NV-RAM for PECTAB and logo storage
• Flash Memory for diskless operation

Physical Characteristics
• Width    =    9 inches (229 mm)
• Height   =   15 inches (381 mm)
• Depth    =    9 inches (229 mm)
•   Depth with Lock Box   =   22 inches (559 mm)
• Weight  =   18 pounds (8.2 kg)

Power
• 100-200/200-240 +/- 10, 50/60 Hz

Compliance
• Fully compliant with IATA ATB2 specifications
• Compliant with ATA resolutions
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